
250mm(9.84in) 320mm(12.60in)

INDU WALL PACK 1
15W

INDU WALL PACK 2
35W

201mm(7.91in) 257mm(10.12in)

117mm(4.61in) 130mm(5.12in)

1.3 kg(2.87lb) 2.0kg(4.41lb)Weight

C

B

A

INDU WALL PACK

Installation Instructions

09
IP65ta:50°C

THD <20% without dimming the luminaire
In-rush current: Cold start max. 60A (twidth=350μs) @230VAC

A

B

C

安装需要得到相关资质人士的指导。室内、户外
均可使用。灯具必须接地，地基可承重该灯具。
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The insulation between dimmable circuit and primary 
circuit is reinforced insulation.
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INDU WALL PACK 1
INDU WALL PACK 2
INDU WALL PACK 1

INDU WALL PACK 1

INDU WALL PACK 1

INDU WALL PACK 1

INDU WALL PACK 1

INDU WALL PACK 2

INDU WALL PACK 2

INDU WALL PACK 2

INDU WALL PACK 2

INDU WALL PACK 2

Maximum number of luminaires per MCB
Input voltage: 220-240VAC

Product name and size Dimming Type

Product name and size Dimming Type

NoDim

1-10V

MCB B type

MCB C type
DALI

NoDim

NoDim
NoDim

1-10V
1-10V

1-10V

DALI
DALI

DALI

15 kg

1f
3x1.0mm²

Type of cable Ø

Ø16mm

Suitable Wire diameter

Ø6~Ø10mm

x4

1.5±0.1 Nm

AB2xCIP65

a

Cable

b

Ø

ST4.2*25

4xA

Screw

4xB

Washer

8xC

Rubber ring

Ø Ø

1-10V /DALI

15 kg

2e
2x1.0mm² Ø12mm Ø6~Ø8mm

3x1.0mm²

1-10V

AC

Type of cable Ø

Ø16mm

Suitable Wire diameter

Ø6~Ø10mm

x4

1.5±0.1 Nm

A

D

B2xCIP65

a

Cable

b

5ST4.2*2

4xA

Screw

4xB

Washer

8xC

Rubber ring

Ø Ø

M12

1xD

Cable gland

Ø


